BARREL EXTENSION
AS REQUIRED

WALL

THRUST BLOCKING BEARING
AGAINST UNDISTURBED TRENCH

6" INLET

1'=0"

MIN.
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FIRE HYDRANT - MUELLER IMPROVED
CENTURIAN #A — 423 OR APPROVED
EQUAL

) %%F&E NOZZEL TOWARD STREET

FINISH GRADE
/

[VALVEBOX&COVE?

24" MIN.

KEEP DRAIN PLUG FREE

DOV
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24" x 24" CONC.

SEATING PAD

6" D.l. LEAD

MEGALUG

MIN. 2 CU. FT. CRUSHED
STONE OR GRAVEL

NN

|~ THRUST RODS COATED
WITH 2 COATS MASTIC

GATE VALVE, USE

FLG. x MJ. ON 12"

OR LARGER

RESILIENT WEDGE GATE VALVE

SCALE:
NTS

NOTE: ALL VALVES, LEADS AND FITTINGS

SHALL BE WRAPPED WITH 8 MIL.
POLY TO GROUND LEAD

APPROVED FIRE HYDRANT
MUELLER IMPROVED CENTURIAN
#A — 423 AND

AMERICAN AVK

WATER MAIN TEE

1. USE MJ. x MJ.
FOR LESS THAN 12°

2, USE MJ. x FLG.
FOR 12” OR LARGER

FRE HYDRANT

STANDARD DETAIL
NTS
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